
ACCESSORIES
■ Charlotte™ Bath Collection
■ Mirror

Submitted Model No.: ________________________________________________
Specific Features: __________________________________________________

STANDARD SPECIFICATIONS: 
•		Wood	blocking	is	preferable	behind	all	wall	surfaces.	

If	wood	blocking	is	not	available,	the	following	
fasteners	are	suggested:		Tile/Masonry/Plaster-
use	plastic	anchors	provided.		Plaster/Drywall-use	
medium	duty	plastic	or	toggle	bolt	anchors	provided.

•		Mounting	hardware	and	mounting	instructions	
included	with	product.

•		Mirror	can	be	mounted	only	with	tilting	mounting	
posts.

•		One	adjustable	post	with	a	rubber	tip	is	supplied	
with	mirror.	Adjustable	post	can	be	used	if	desired	to	
help	hold	mirror	in	a	fixed	postition.	In	order	to	install	
adjustable	post,	double	sided	tape	is	supplied	on	the	
backside	of	the	post	mounting	plate.
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Delta reserves the right (1) to make changes in specifications and materials, and (2) to change or 
discontinue models, both without notice or obligation.  Dimensions are for reference only.  See current 
full-line price book or www.brizo.com for finish options and product availability.

BSP-A-698085  Rev. A

WARRANTy
•	Lifetime	Faucet	and	Finish	Limited	Warranty	to	the			
			original	consumer	purchaser	to	be	free	from	defects		
			in	material	and	workmanship.
•	5	Year	Limited	Warranty	for	usage	in	all	industrial,		
			commercial	and	business	applications.
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 Mounting Specifications
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Note: RP includes parts for 2 sides
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