BJNZO

SHOWERHEAD

M Round Ceiling Mount Showerhead
W 2.5 GPM Max @ 80 PSI

813754
Submitted Model No.: STANDARD SPECIFICATIONS:
Snecific Feat . = Standard 1/2" pipe fitting connection.
pectlic Features: * 2.5 GPM Max @ 80 PS|.

= Wrench flats for tightening.
= Solid fabricated brass showerhead.

= Showerhead is intended for ceiling supply but ball
connector rotates and pivots (15 in all directions)
so it can be used with wall mounted showerheads.

81375A Showerhead

A\

Full Spray

WARRANTY
1/2"-14 NPSM = Lifetime limited warranty on parts (other than
/ electronic parts and batteries) and finishes:
or, for commercial users, for 5 years from
date of purchase.

= 5 year limited warranty on electronic parts
(other than batteries); or, for commercial
users, for 1 year from the date of purchase.
No warranty is provided on batteries.
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A Designate proper finish suffix

COMPLIES WITH:
= ASME A112.18.1/ CSAB125.1
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Delta Faucet Company

55 E. 1'11th Street, Indianapolis, Indiana 46280

350 South Edgeware Road, St. Thomas, ON N5P 4L1
© 2012 Masco Corporation of Indiana

Delta reserves the right (1) to make changes in specifications and materials, and (2) to change or discontinue
models, both without notice or obligation. Dimensions are for reference only.
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