
CURVED SHOWER ROD
Installation Instructions

Model No. 1139CR5 & 1139CR6

SSPPAACCEE  RREEQQUUIIRREEMMEENNTTSS  PPEERR  MMOODDEELL
11113399CCRR55:: 56-7/8” MIN - 61” MAX
11113399CCRR66:: 68-7/8” MIN - 73” MAX

FFiigguurree  11

Measure & cut, as required, equally from
both ends, an overall length that is 1” less
than opening.
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Cut

FFiigguurree  33

FFiigguurree  44

Figures 1, 2 & 3
1. Level, mark and drill bracket hole pattern at both ends. 

(A=Distance from floor, (curtain length + 6”)
2. Install appropriate anchors** into mounting surface. Ensure

anchor heads are flush to wall. 
DDoo  nnoott  iinnssttaallll  wwaallll  bbrraacckkeettss..

**Anchors not included and must be purchased separately.

Tile Anchors

(Drill 1/4” hole)

Drywall Anchors

(Drill 3/16” hole)

Figures 4
1. Slide o-ring into wall bracket o-ring groove.
2. Slide escutcheon, then wall brackets onto rod.
3. Rotate escutcheon to access wall bracket hole pattern.
4. Install rod by securing wall brackets with screws.
5. Rotate and slide escutcheons over wall brackets.

Wall Bracket

Escutcheon

A
Wall Bracket

Tools required: Level, Measuring Tape, Drill, Phillips Screw driver
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