STERLING

A KOHLER COMPANY

Features
® Enddrain makes it perfect for replacing an existing bath without
moving the drain location.

® Durable high-gloss finish.

® 60" (1524 mm) x 32" (812 mm) x 3.5" (89 mm) unit finished
dimensions.

Material
® Compression molded from our exclusive Vikrell material.

Installation
® Suitable for tile down application.

Ensemble™
60" x 32" End Drain Shower Base
72181120

GREENGUARD
GoLp

MATERIAL STRENGTH.
PROVEN PERFORMANCE..

Codes/Standards

CSA B45.5/IAPMO Z124
ASTM E162

ASTM E662

Greenguard UL 2818 - Gold
HUD, UM Bulletin 73

STERLING® Warranty - Fixtures Made

of Solid Vikrell Material
See website for detailed warranty information.

Available Color/Finishes
Color tiles intended for reference only.

Color Code Description

9 0 White
€ 96 KOHLER Biscuit

USA/Canada: 1-800-STERLING (1-800-783-7546)
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STERLING Ensemble™

A KOHLER. COMPANY 60" x 32" End Drain Shower Base
72181120

16" 14" (356 mm) 16"
(406 mm) T (406 mm)

3

2“
(813 mm) 60-1/8" (1527 mm) Min
/\ 60-1/4" (1530 mm) Max

7-3/4"
L I (197 mm)
14-13/16" 21-3/4"
= (376 mm) B (552 mm)
33-1/4" . E ;_
(845 mm) Q@ 4-1/2
(114 mm) 1
> Drain Cutout " /
(@ 3'5/1)6 8'1/2"
84 mm
L ZI Drain Hole (216 mm) = 4"

| (102 mm)

/
4-1/2"
(114 mm)
60" "
3-1/2
Technical Information :\Iottﬁ?h. duct dina to the installati
All product dimensions are nominal. _nsta i IS product according fo the instaflation
Installation: 3-Wall Alcove nsfructions. -
Drain location: Right Studs should be positioned roughly as shown.
Drain hole diameter:  3-5/16" (84 mm) Doub_le studd!ng is recommended for pivot shower
Weight: 35.6 Ibs (16.1 kg) door installations.

Minimum flat for door: 3" (76 mm)
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